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Low Voltage Pillars 
08 April 2025 │ Issue 25-01 

 

BACKGROUND 

As part of a recent competitive tender, an evaluation occurred on Low Voltage (LV) URD/ Commercial and 
Industrial pillars, pits/ lids/ gaskets and fuse disconnectors for use on Essential Energy’s network. Significant 
changes will be implemented in URD pillars and minor changes in commercial/industrial pillars.  

Fulton Industries products were selected for URD pillar internals. Previously approved Tappat, pillar 
internals will remain available as ‘like for like replacement items’ for Maintenance use only, where Fulton 
Industries products are unsuitable for the replacement item. Construction drawings for the new items are 
now available and listed below. The new items have been selected based on improved operation, reliability 
and operator safety. 

Stores Inventory Item Number 400490 URD Pillar Lids, will be changed to high-capacity lids (volume only). 
Pillar Lids will no longer include warning signs and rivets when supplied. Signs and rivets are to be installed 
during construction as per CEOM7202 suite of drawings (rivets - 101929, warning sign – 851308). 

Stores Inventory Item Numbers 400613 (CEOM7202.16) and 400620 (CEOM7202.18), Industrial Pillars 
neutral bars now extend to the front to improve accessibility when testing and banana plug power outlets 
have been added for test equipment connection. Stores Inventory Item Numbers 400715 (CEOM7202.20) 
and 400710 (CEOM7202.21 also have banana plug power outlets added for test equipment connection. 

  

 Significant changes have occurred to Underground Residential Distribution (URD) pillars for both 
new installations and maintenance.   

 Use the provided Quick Response (QR) codes to view installation videos for URD Pillars. QR 
codes will be on the product for easy access in addition to installation Instructions within the kit. 

 Industrial Pillars have had minor changes, refer to relevant drawings CEOM7202.16 and 
CEOM7202.18 to view these changes. 

 From 1 April 2025 onwards, Pillar lids will no longer be supplied with warning labels. These labels 
will be required when constructed. Refer to the CEOM7202 drawings for part numbers. 
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Construction Drawing Changes 
New and Superseded  

New Superseded 

Drawing Number Part 
Number 

Description Drawing Number Part Number Description 

CEOM7202.82 400642 Pillar Connection 
1way URD 

CEOM7202.05 400614 Type 6 Pillar 

CEOM7202.83 400644 Pillar Connection 
2way URD 

CEOM7202.05 400612 Type 3 Pillar 

CEOM7202.84 400646 Pillar Connection 
3way URD 

CEOM7202.04 400608 Type 8 Pillar 

CEOM7202.85 400596 Pillar Connection 
Isolation 2way URD 

CEOM7202.02 400595 Type 4 Pillar 

CEOM7202.86 400625 Pillar Connection 
2way C/W Fuse 
Arrangement QLD 
URD 

CEOM7202.01 400623 Type 9 Pillar 
(C/W fuse 
arrangement) 

 

Underground Design Manual (CEOM7098) Changes 

 Clause 2.8.1 & 2.8.2 Pillars and Pits - References to “links” will be removed and replaced with “switch”. 

 Clause 2.8.3 URD Installations – Paragraph added as paragraph 4 - Where a Pillar Connection 3way URD 
is used, the first pillar to be installed on the load side of each outgoing cable shall be a Pillar 2way 
Connection Isolation URD. 

WHAT HAPPENS NOW? 
 A 3 Month transition period will be allowed for design compliance. All designs submitted post this 

transition shall have the new pillar types nominated, and new design philosophy used. 

 A 12 Month grace period as per CEOM7004 Approved Materials List, will be allowed for construction 
compliance. Constructions ready for commissioning post the end of this transition shall have the new 
pillars installed and design philosophy adhered to.  

 CEOM7098 - Underground Design Manual changes will be published in the next amendment. This 
document must be used as a reference of change until then. 

 Both new subdivisions and additions to existing subdivisions must comply with this change. The mix and 
match of Tappat and Fulton Industries pillar internal solutions within a new subdivision stage will not be 
permitted 
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 If a design has been Certified using the design philosophy when using Tappat pillars and you wish to use 
the new Fulton Industries pillar internals, the design will need to comply with the design changes and 
must be re-certified. 

WHAT DO YOU NEED TO DO? 
1. Familiarise yourself with the current suite of CEOM7202 Construction Standards.  

2. Run down existing stock levels as required 

3. New Pillars will come with installation instructions. Read them step by step to ensure correct 
installation 

4. Use Quick Response Code (QR code) on this document and the product to view installation videos and 
installation instructions to assist with correct installation. 

5. Ensure you have approved rivets and warning signs for pillar lid installations. Other fixing methods to 
the rivets are not permitted. 

SCAN – Installation Videos 

                                  

FOR MORE INFORMATION CONTACT:

Name: Daniel Kelly 
Phone: 0408 624 393 
Email: daniel.kelly@essentialenergy.com.au 

Name: Peter Couch 
Phone: 0439 829 449 
Email: peter.couch@essentialenergy.com.au 
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